
Sealed Waterproof and Dustproof  Micro Switch

10~30 cycles/min

60 cycles/min

Electric-shock Safeguard Grade

Over 500,000 cycles or 1,000,000 cycles (60 cycles/min)

-Water proof and dust proof

-Tight structure, small contact gap, 

  snap action, high sensitivity

-Long life, high precision and reliability

-Widely used in auto, agricultural equipment, 

  home appliance, office equipment, etc.

-Max approved current at ENEC/UL is 10A

Service Life

Electrical

Mechanical

G5W .104.

ENEC 0.1A 48VDC, 0.1A 125/250VAC, 40T85 μ 5E4
UL: 0.1A 48VDC, 0.1A 125/250VAC, T85

ENEC 5A 48VDC, 0.1A 125/250VAC, 40T85 μ 2E4
UL: 5A 125/250VAC, 5A 30VDC, T85

ENEC 10(2)A 125/250VAC, 0.5A 125VDC, 025A 250VDC 

40T85 μ 2E4
UL: 10.1A 1/10HP 125/250VAC, 0.5A 125VDC, 0.25A 250VDC, T85

50 mΩ Max

100 mΩ Max (Depends on the length of the wire)

at 500VDC, 100MΩ Min.

AC 1000V 50-60Hz 1min

AC 1500V 50-60Hz 1min

-40℃~+85℃

85%RH Max

IEC IP67 (Exclude terminal)

IEC IP67

Class ll

2E4~10E4 cycles (Depends on P/N)

Approx.7g (With terminals type and without lever)
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40T85 
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ENEC/CQC: 
Rating 1: 0.1A 48VDC, 0.1A 125/250VAC, 

40T85 μ 5E4
Rating 2: 5A 125/250VAC, 5A, 30VDC, 

40T85 μ 5E4
Rating 3: 10(2)A 125/250VAC, 0.5A 125VDC, 

0.25A 250VDC, 480T85 μ 2E4
UL/cUL: 
Rating 1: 0.1A 48VDC, 0.1A 125/250VAC, T85
Rating 2: 5A 125/250VAC, T85
Rating 3: 10.1A 1/10HP 125/250VAC, 
0.5A 125VDC, 0.25A 250VDC, T85

SPDT

SPST-NO

SPST-NC

Electrical Rating

15gf

25gf

50gf

100gf

200gf

No Lever 
Pin Plunger

No Lever 
Pin Plunger

G5W11 Series Sealed Micro Switch Ordering Instruction

Long Roller Lever

Special Lever

Roller Lever

Simulated 
Roller Lever

Long Straight Lever

Std. Straight Lever

Short Straight Lever

W1: Rating 1 
(Note: standard wire: 
UL1015, 24#, 300MM)

W2: Rating 2 
(Note: standard wire: 
UL1015, 20#, 300MM)

W3: Rating 3 
(Note: standard wire: 
UL1015, 18#, 300MM)

Customized 
according to 
requirements, 
the code 
format is T+
serial number 
XXX, for 
example: 
T001

General

Other

Unionwell

Other

Custom Code LOGO

Terminals for 
External 
Conductors
(for G5W11 series
only)
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