
IP67 waterproof and dustproof design

Widely used in automotive electronics, 
home appliances and industrial control etc.

100mΩ Max.

100MΩ Min. 

G10B .148.

G10B Series

Contact Resistance (lnitial Value)

Insulation Resistance (at 500 VDC)

P1

03

0.1A 125/250VAC 30VDC

3A 125/250VAC 30VDC

10~30 cycles/min

120 cycles/min

600VAC 50~60Hz for 1 Min.

1,000VAC 50~60Hz for 1 Min.

-40℃~+85℃

85% RH Max.

10,000 cycles

1,000,000 cycles

Subminiature Sealed Micro Switch
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S Type Straight Solder Terminals P Type Straight PCB Terminals

Wires Leads to Left Side (Pin Plunger Side)
Length: 300mm

L Type PCB Left Terminals R Type PCB Right Terminals

Wires Leads to Right Side (Opposite to Pin plunger)
Length: 300mm

M3 Type Housing, Wires Lead to BottomWires Leads to Bottom (300mm Length)

Terminal thickness: 0.4mm
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Mounting Hole Dimensions

Left and Right PCB Terminal Mounting Hole Dimensions

Mounting Hole Dimensions of PCB Terminals 

H Type M2 Flange Housing, Wires Lead to Bottom
G10B P00AU

G10B P02AU

G10B P03AU

G10B .152.G10B.151.

Mounting Hole Dimensions
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