
G23A Series
Motor electronic lock for DC charging gun

Charging gun

Rating

Insulation Resistance

Dielectric Strength

Degree of Protection

Work Temperature

Work Humidity

Service Life

Operating Frequency

Operating Features 
(At 12VDC)

Electrical

Mechanical

Electrical

Mechanical

(OF)

(HF)

(PT)

Shaft Strength

(OF)

12VDC

100MΩ Min.

500VAC (50~60Hz)

IEC IP67 (Drive roller and housing excluded)

-40℃~+85℃

45% RH~85% RH

60,000 cycles

60,000 cycles (Min.)

20 cycles/min

20 cycles/min

700g.cm (Min.)

250g.cm (Min.)

45°±5°

200N (No mechanical damage under vertical axial force)

250g.cm (Min.)
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.222. G23A G23A .223.

-High-density sealed motor electronic lock, meeting IP67 requirements

-Reliable locking, manual and automatic unlocking are available

-The motor electronic lock is sensitive to forward and reverse 
  conversion, with long service life, stable and reliable
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.224. G23A G23A .225.

Basic Overall Dimensions and Installation Dimensions

G23

Base With Wires Type

Manual Unlocking Port Type

Feedback Switch Function

A: (NC) B: (NO)
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