
IP67 Waterproof and dustproof design

Multiple shape and size options for 

different fixation requirements.

G309 Series

300,000 cycles (20 cycles/min) 
DC12V 0.1A DC3V 50μA

300,000 cycles (30 cycles/min)

120 cycles/min

IEC IP67 (Exclude terminals)

Operating

Operating Frequency

Insulation Resistance 

Contact Resistance 
(Initial Value)

Voltage Resistance

Vibration Resistance

Service Life

Protection Level

Operating Temperature

Operating Humidity

With Terminals Type

Between Terminals

Between Terminals and 
Uncharged Metal Parts

No Transformation Action

Electrical

Mechanical

1~500mm/s

≥ 100MΩ (at 500VDC)

≤ 100mΩ

AC500V, 50/60Hz, 1min.

AC1,000V, 50/60Hz, 1min.

10-55Hz Double amplitude 1.5mm

-40~+85℃ 60%RH (No ice, no frost)

 95%RH (+5~+35℃)

With Wire Type ≤ 500mΩ (Standard wire length 300mm 

Electric Toothbrush
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.83. G309 .84.G309

Widely used in automotive electronics, 

appliance and industrial control, etc.
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PCB Terminals Mounting Hole Dimensions
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Short Solder Terminals with Holes

I Type: Φ 2.20mmx0.8mm Double Sided Posts H Type: Φ 2.60mmx2.0mm Left Posts No Posts

Post Direction Define

Dimensions and Operating Characteristics

.85. G309 .86.G309



Dimensions and Operating Characteristics

.87. G309
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